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SCATOLA TRAS1,llSSiONE POSTEIUQRE 

E' prcvista in produzione ur ' i1 ~catola 

d i trasmissionc r.hc,ris~et t o a lI a pr~ 

cedente . presenta nervat ure di rinfo r 

zo particolarment~ evidenti sulla pa~ 

te anteriore s uper io r c . 

Su tale scatola e previsto anche u n 

foro "A" per mig1io rare 1a Ivbrifica

zione del CUSClnetti s uI pignone. 

Per meylio convoyliarc il lubrifican

te ne} suddetto foro, 10 spessore di 

reg olazione " U" C stato ru otato affin 

che 1a zona " C" 5 i venga a trovar'c nel 

1a posizione indicata a diseyno. 

0 - •• ,;-

Pe r tale ope r azione e neces sa rio al
l argare o pportunamente i fori indica 

t i dalle frecce "0" . 

La guarnizione di tenuta tra 10 spes 

sore di regolazione "8" e l a scatola 

di trasmissione , dovra es sere posi

z ionata come in precedenza ( per chi-

udere lateralmente la c amera 

sfiato ). 

de 110 

1 codic i di o rdinazione dei comples

sivi e dei Componenti rimangono inva 
riati. I particolari premod i fica so

no perfettamente intercambiabili con 

i nuovi e verranno fo rniti sino 

esaur i mento . 
ad 

N" PAOGR. 

REf.:.,R TltllNSM I SSION HOuSltlG 

It has been put in ~rod u ction a tran

smission housiny which differ s from 

th~ previous-one for the ~~ifrening 

rius sp~cj a lly on the front upper part . 

On the tran smission ho usin4) it is lo

cated an hole '" A " to im~ " uvf: the lu -

brication of the driving pinion bear

ings . 

To improve the oil co nvey trough th e 

a bovc mentionf'd hole , the spac!)r '" u" 
has been turned, so that the " C" arca 

is si tuated in the p05~tion which i s 

shOwn in the drawin~. 

To car ry out this operat ion i t is ne -

c e ssary to widen the holes s hown from 

the arrows "0" , in a s uitable manner. 

The gasket between the spacer " 8 " and 

transmission housing wo u ld be placed 

as before , in order t o seal sidewise 

the breather c hamber. 

The code- nrs o f the a ssembl ie s and of 

the single parts don't Change. 

The premodification a ssemblies and sin 

gle parts are perfec tly inte r changea -
ble s with the new- ones and they will 

be s upplied till stock exhaustion. 

SERVlllO ASSISTE NlA ClIE"TI 
(Gillupp. Ni.rl) 
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